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L. QUESTIONS/ANSWERS:

QUESTION 1: "Pleasc clarify this conflict re shock; 3.2.5.1 says Class I tes(; which is hard mount, 3.6.20 specifies
resilient mounted compressor, 4.2.7 states Class {I test, which is resilient mount.”

ANSWER: Paragraph 3.2.5.1 of the Performance Specification should read Class II in licu of Class I,

QUESTION 2: Paragraph 3.5.3 Excludes the use of aluminum for fasteners and couplings. Are connectors per MIL-
C-3015 made from aluminum OK?

ANSWER: No. The connectors must be anodized.

QUESTION 3: Paragraph 3.6.1 reads, "O rings used shall be made of fluorcarbon malerial per MIL-S-834248/2."
Should it be MT.-R-83248/29"

ANSWER: Paragraph 3.6.1 should read MIL-R-83248/2 in lieu of MIL-S-834248/2.

QUESTION 4: Paragraph 3.6.5 states: "Components with pipe threads are prohibited.” This seems pretty equivocal.
Docs this statement apply to such things as the grease fittings on the motor? Does this also apply to permanently
scaled plugs in castings"

Answer: No this docs not apply to grease fittings on the motor or permanently sealed plugs in castings.

QUESTION 5. Paragraph 3.6.10 requires motor hearings to be designed to a R10 life of 10,000 hours. This is
realistic but conflicts with the 30,000 hour overhaul requirement for the motor in paragraph 3.2.9.

Answer: The median life of rolling element bearings is five times the 10% failure fatigue life (B10 life). Thercfore
Standard B10 life of 10,000 hours yields & mediun life of 50.000 hours. ‘This is an acceptable median life for this
application.

QUESTION 6: Paragraph 3.6.10 defines that the construction for most motor structural components be from nodular
iron. Does this preclude the use of steel for these components?

Answer: No, as long as the motor will meet and pass all the qualification tests and the shock test,

QUESTION 7: Paragraph 3.6.11.1 specifies operating conditions can be found in paragraph 3.7.3 but there is no
paragraph 3.7.3.

Answer: Refer 3.2.6 in lieu of 3.7.3.

QUESTION 8: Paragraph 3.6.12.1 requires a charcoal filter. Docs this requircment apply to a water flooded
compresser?

Answet: Yes. Experience has shown this filter is needed on the dryer under all compressor types to prevent failuee of
the membrane,
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QUESTION 9:; Paragraph 3.6.16.2.1 requires a programming environment that is compatible with Windows 95,
Windows 98, or Windows NT. As of November 1, 2000 Microsofl will no longer distribute Windows NT as it has
been replaced by Windows 2000. Should Windows 2000 be added to the list?

Answer: Yes Windows 2000 should be added paragraph 3.6.16,2.1 Controller Assembly.

QUESTION 10: Paragraph 3.6.14.1 defines a delivered oxygen content under which a warning label is required to be
altached to the compressor. We know of several classes of ships that use low pressure air provided by the LPAC's for
breathing air. How will personnel using a low pressure air for breathing purposes in a remote location of the ship

know that the air provided by the LPAC should not be used for breathing purposes. Shouldn't this be a low oxygen
content limit?

Answer; The warning label on the unit is sufficient for the application of this low pressure air plant.

QUESTION 11: Paragraph 3.6.16.2.2.1 defines "threc preset operating modes"”, but only twao operating modes seem
to be listed. What are the defined operating modes?

Answer: There are two modes, lead ( 125/115) and lag(120/110),

QUESTION 12: Paragraph 4.1.3.1.1 requires FA tests which include Structureborne Noise and Paragraph 4.1.3.2
requires quality conformance tests which include Structureborne Noise. Paragraph 6.2 states Structurebome Noise Is
Not Required for this procurement. Js structurebome noise testing required under this contract?

ANSWER: Structureborne noise testing is ot required.

II. Performance Specification for Low Pressure Air Plant Non-Lubricated, Rotary Unit dated 11 Octlober 2000 is
changing/adding information as follows:

a. Paragraph 3.2.5.1 Shock is hereby deleting the word Class | and replacing with CLASS II. The following sentence
is also added to this paragraph: "The compressor package should be resiliently mounted.”

b. Paragraph 3.6.1 Piping is hereby deleting the requirement for MIN.-§-83248/2 and replacing it with MIL-R-
83248/2.

c. Paragraph 3 6.5 is changed to read: "Components with pipe threads are prohibited, except for fittings such as
piugs for core holes or other dead ends of cross drilled passages, which are intended 1o keep openings permanently
closed. Threads will not be used to provide sealing.”

d. Paragraph 3.6.11 is deleted and replaced with the following: "All heat cxchangers shall utilize seawater as the
cooling medium in accordance with operating conditions in paragraph 3.2.6."

e. Paragraph 3.6.16.2.1 is hereby adding the words "Windows 2000."
{. Paragraph 3.6.16.2.2.1 is hereby changing the "three preset modes" to "two preset operating modes.”

g. Paragraph 4.1.3.2(e) Structureborne vibration is hereby deleted.
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h. Paragraph 3.5.3 is hereby adding the following sentence: " Conncctors per MIL-C-5015 made from anodized
aluminum are allowed.”

III. Asa result of the above, the closing date and time is hereby extended to 27 November 2000 at 16:00 P.M.



